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f£LTcom, ELECTRONIC REGULATION FOR PROPORTIONAL SOLENoD || 10-280
I T A L Y DIN EN 50022 FRPZ 01.15
Technical data Supply voltage Volt 12 — 24
The FRP module series are electronical regulators for proportional Reference signal EV—-A Volt 0 — +2.5 max
solenoid control oPerotlpg .m’open Iap’re’gulotmg system. Reference signal EV—B Volt 125 — +5 max
The whole electronical circuit is placed inside the compact
box arranged to be easily fitted up in a guide DIN EN 50022. Imput impedance Kohm 2..10
The action is carried out after receiving an electrical .
. . Maximum regulated current Ampere 2.5
reference signal externally set out through potentiometer
or other kind of generator. Supply for potentiometer Volt 5 (Imax 10mA)
The adjustments are placed in the upper side in order to . . _
allow setting modification without remove or open the box. Rise ramp adjustment sec 0 25
Fall ramp adjustment sec. 0 - 25
Frequency PWM (dither) Hz 110 (£5Hz)
\ :V—B Working room temperature °C -10 +60
Protections: supply reversal
Connections: ] EV-A
NN Box in ABS for guide DIN EN 50022
EP Potentio 2-10 K
Dimensions
75 110
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OMEGA — DIN EN 50022
Ordering informations
FRP2/01-12/2.5V
Type Codes:
FRP2/01-12/2.5V 90 538 124
12 voits FRP2,/01-24/2.5V 90 538 125
24 volts




