HYDRAULIEK

PNEUMATIEK

AANDRIJFTECHNIEK

PM 6-12-25-45 byB-e-s .

without release hand knob
with pressure relief valve
double acting hand pump for single acting cylinder
for fixing to tank

EFFORT DIAGRAM
pin in D (distance between centers 40 mm) PM 6 - PM 12
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Specifications:

e Cast iron body

« Piston treated with Niploy

* White zinc plated support lever

* Lever connection @ 27

* White zinc plated external parts

» Standard colour black

« Oil tank mounting kit included

* Pressure relief valve standard
setting: 100 bar

N° 4 clamp
screws M8

DISPLACEMENT A B c D E Dls;&Tgé“’\'A'ENT RRESCOREIBAR MASS Wﬁ?_%f” SﬁTDﬁ
cm? mm mm mm ° ° e OPTIMAL MAX K BELLOWS | BELLOWS
6 253 166 34 26 31 6,970 420 500 2,900 6049.0111 | 6049.0119
12 253 166 34 26 31 12,095 220 380 2,900 6050.0111 | 6050.0119
25 273 172 34 30 30 25,280 120 350 2,950 6051.0111 | 6051.0119
45 283 172 40 45 33 44,532 80 280 3,000 6052.0111 | 6052.0119




HYDRAULIEK

PNEUMATIEK

AANDRIJFTECHNIEK

PM 6-12-25-45 byB-L-s

with release lever
with pressure relief valve
double acting hand pump for single acting cylinder
for fixing to tank

EFFORT DIAGRAM
pin in D (distance between centers 40 mm) PM 6 - PM 12
N pin in E (distance between centers 51 mm) PM 25 - PM 45
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Specifications:

« Cast iron body

« Piston treated with Niploy

* White zinc plated support lever

* Lever connection @ 27

« White zinc plated external parts

« Standard colour black

« Oil tank mounting kit included

* Pressure relief valve standard
setting: 100 bar

N° 4 clamp
screws M8

DISPLACEMENT A B c D E DlsﬁSgEA,\'A‘ENT RRESCOREIBAR MASS Wﬁ?_%f” SﬁTDﬁ
cm? mm mm mm ° ° G OPTIMAL MAX ke BELLOWS | BELLOWS
6 253 166 34 26 31 6,970 420 500 2,900 6049.0115 | 6049.0123
12 253 166 34 26 31 12,095 220 380 2,900 6050.0115 | 6050.0123
25 273 172 34 30 30 25,280 120 350 2,950 6051.0115 | 6051.0123
45 283 172 40 45 33 44,532 80 280 3,000 6052.0115 | 6052.0123




HYDRAULIEK

PNEUMATIEK

AANDRIJFTECHNIEK

PM 6-12-25-45 byB-mna-s _ .

with normally open manipulator

with pressure relief valve O

double acting hand pump for single acting cylinder
for fixing to tank

EFFORT DIAGRAM
pin in D (distance between centers 40 mm) PM 6 - PM 12
N pin in E (distance between centers 51 mm) PM 25 - PM 45
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& Specifications:

« Cast iron body

« Piston treated with Niploy
N 4 clamp * White zinc plated support lever
screws M8 » Lever connection @ 27
« White zinc plated external parts
» Standard colour black
« Oil tank mounting kit included
» Pressure relief valve standard

setting: 100 bar
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: 168,5
T ) [ 231,5 i

ACTUAL PRESSURE BAR CODE CODE

DISPLACEMENT A B C E) E DISPLACEMENT MASS WITHOUT WITH
cm? mm mm mm e OPTIMAL MAX ke BELLOWS | BELLOWS
6 253 166 34 26 31 6,970 420 500 2,900 6049.0141 | 6049.0142
12 253 166 34 26 31 12,095 220 380 2,900 6050.0141 | 6050.0142
25 273 172 34 30 30 25,280 120 350 2,950 6051.0141 | 6051.0142
45 283 172 40 45 33 44,532 80 208 3,000 6052.0141 | 6052.0142




PM 6-12-25-45 byB-m-s .

with normally closed manipulator
with pressure relief valve

double acting hand pump for single acting cylinder

for fixing to tank

HYDRAULIEK

PNEUMATIEK

AANDRIJFTECHNIEK

EFFORT DIAGRAM
pin in D (distance between centers 40 mm) PM 6 - PM 12
pin in E (distance between centers 51 mm) PM 25 - PM 45
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N° 4 clamp
screws M8

Specifications:

« Cast iron body

« Piston treated with Niploy

* White zinc plated support lever

* Lever connection @ 27

« White zinc plated external parts

« Standard colour black

« Oil tank mounting kit included

* Pressure relief valve standard
setting: 100 bar

25
50
: 168,5
T ) [ 231,5 i
ACTUAL PRESSURE BAR CODE CODE
DISPLACEMENT A B C E) E DISPLACEMENT MASS WITHOUT WITH
cm? mm mm mm e OPTIMAL MAX ke BELLOWS | BELLOWS
6 253 166 34 26 31 6,970 420 500 2,900 6049.0113 | 6049.0121
12 253 166 34 26 31 12,095 220 380 2,900 6050.0113 | 6050.0121
25 273 172 34 30 30 25,280 120 350 2,950 6051.0113 | 6051.0121
45 283 172 40 45 33 44,532 80 280 3,000 6052.0113 | 6052.0121




HYDRAULIEK

PNEUMATIEK

AANDRIJFTECHNIEK

PM 6-12-25-45 byB-s

with release hand knob

with pressure relief valve

double acting hand pump for single acting cylinder 9
for fixing to tank

EFFORT DIAGRAM
pin in D (distance between centers 40 mm) PM 6 - PM 12
N pin in E (distance between centers 51 mm) PM 25 - PM 45
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9
8 Specifications:

« Cast iron body

« Piston treated with Niploy
N° 4 clamp * White zinc plated support lever
screws M8 * Lever connection @ 27
« White zinc plated external parts
 Standard colour black
« Oil tank mounting kit included
« Pressure relief valve standard

setting: 100 bar

; 55,5
ACTUAL PRESSURE BAR CODE CODE
DISPLACEMENT A B C E) E DISPLACEMENT MASS WITHOUT WITH
cmd mm mm mm s OPTIMAL MAX ke BELLOWS | BELLOWS
6 253 166 34 26 31 6,970 420 500 2,900 6049.0109 | 6049.0117
12 253 166 34 26 31 12,095 220 380 2,900 6050.0109 | 6050.0117
25 273 172 34 30 30 25,280 120 350 2,950 6051.0109 | 6051.0117
45 283 172 40 45 33 44,532 80 280 3,000 6052.0109 | 6052.0117




HYDRAULIEK

PNEUMATIEK

AANDRIJFTECHNIEK

PM 6-12-25-45 byC-s

with release lever
with pressure relief valve
double acting hand pump for single acting cylinder
for fixing to tank

EFFORT DIAGRAM
pin in D (distance between centers 40 mm) PM 6 - PM 12
N pin in E (distance between centers 51 mm) PM 25 - PM 45
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B
@ Specifications:

« Cast iron body

« Piston treated with Niploy

* White zinc plated support lever

* Lever connection @ 27

« White zinc plated external parts

« Standard colour black

« Oil tank mounting kit included

* Pressure relief valve standard
setting: 100 bar

N° 4 clamp
screws M8
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DISPLACEMENT A B c D E DlsﬁSgEA,\'A‘ENT RRESCOREIBAR MASS Wﬁ?_%f” SﬁTDﬁ
cm? mm mm mm ° ° e OPTIMAL MAX ke BELLOWS | BELLOWS
6 253 166 34 26 31 6,970 420 500 2,900 6049.0143 | 6049.0144
12 253 166 34 26 31 12,095 220 380 2,900 6050.0143 | 6050.0144
25 273 172 34 30 30 25,280 120 350 2,950 6051.0143 | 6051.0144
45 283 172 40 45 33 44,532 80 280 3,000 6052.0143 | 6052.0144




HYDRAULIEK

PNEUMATIEK

AANDRIJFTECHNIEK

PM 6-12-25-45 e-s

without release hand knob
double acting hand pump for single acting cylinder
for fixing to tank

EFFORT DIAGRAM
pin in D (distance between centers 40 mm) PM 6 - PM 12
N pin in E (distance between centers 51 mm) PM 25 - PM 45

1000 T
£ PM 45
E 900
o
3 PM 25
@ 800 /
w
o 700
-
% 600
(%]
Z 500 PM 12
w
E 400
o PM 6
= 300 4
3 - !
& 200 [ — —1 OPTIMUM EFFORT—
wi

/
100 /
/
0 50 100 150 200 250 300 350 400 450 500 550 600 BAR
PRESSURE

Specifications:

« Cast iron body
« Piston treated with Niploy
* White zinc plated support lever

| .
N° 4 clamp ¢ Lever connection @ 27
screws M8  White zinc plated external parts
» Standard colour black
. « Oil tank mounting kit included
L
! 56,
119,5
ACTUAL PRESSURE BAR CODE CODE
DISPLACEMENT A B c D E DISPLACEMENT M{(\gs WITHOUT WITH
cm mm mm mm e OPTIMAL MAX BELLOWS | BELLOWS
6 253 166 34 26 31 6,970 420 500 2,900 6049.0110 | 6049.0118
12 253 166 34 26 31 12,095 220 380 2,900 6050.0110 | 6050.0118
25 273 172 34 30 30 25,280 120 350 2,950 6051.0110 | 6051.0118
45 283 172 40 45 33 44,532 80 280 3,000 6052.0110 | 6052.0118




HYDRAULIEK

PNEUMATIEK

AANDRIJFTECHNIEK

PM 6-12-25-45 L-s

with release lever
double acting hand pump for single acting cylinder
for fixing to tank

EFFORT DIAGRAM
pin in D (distance between centers 40 mm) PM 6 - PM 12
N pin in E (distance between centers 51 mm) PM 25 - PM 45
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Specifications:

« Cast iron body

« Piston treated with Niploy

* White zinc plated support lever
* Lever connection @ 27

« White zinc plated external parts
« Standard colour black

« Oil tank mounting kit included

N° 4 clamp
screws M8

B 1nf_:,. 5 I 158 "

ACTUAL PRESSURE BAR CODE CODE

DISPLACEMENT A B C E) E DISPLACEMENT MASS WITHOUT WITH
cm? mm mm mm e OPTIMAL MAX ke BELLOWS | BELLOWS
6 253 166 34 26 31 6,970 420 500 2,900 6049.0114 | 6049.0122
12 253 166 34 26 31 12,095 220 380 2,900 6050.0114 | 6050.0122
25 273 172 34 30 30 25,280 120 350 2,950 6051.0114 | 6051.0122
45 283 172 40 45 33 44,532 80 280 3,000 6052.0114 | 6052.0122




PM 6-12-25-45 mna-s N

=) W38

with normally open manipulator

"
double acting hand pump for single acting cylinder :,),

for fixing to tank

HYDRAULIEK

PNEUMATIEK

AANDRIJFTECHNIEK

EFFORT DIAGRAM
pin in D (distance between centers 40 mm) PM 6 - PM 12
N pin in E (distance between centers 51 mm) PM 25 - PM 45
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N° 4 clamp
screws M8

]
f=H"

Specifications:

« Cast iron body

« Piston treated with Niploy

* White zinc plated support lever
* Lever connection @ 27

« White zinc plated external parts
« Standard colour black

« Oil tank mounting kit included

: 168,5
T ) [ 231,5 i

ACTUAL PRESSURE BAR CODE CODE

DISPLACEMENT A B C E) E DISPLACEMENT MASS WITHOUT WITH
cm? mm mm mm e OPTIMAL MAX ke BELLOWS | BELLOWS
6 253 166 34 26 31 6,970 420 500 2,900 6049.0139 | 6049.0140
12 253 166 34 26 31 12,095 220 380 2,900 6050.0139 | 6050.0140
25 273 172 34 30 30 25,280 120 350 2,950 6051.0139 | 6051.0140
45 283 172 40 45 33 44,532 80 208 3,000 6052.0139 | 6052.0140




HYDRAULIEK

PNEUMATIEK

AANDRIJFTECHNIEK

PM 6-12-25-45 m-s

with normally closed manipulator
double acting hand pump for single acting cylinder
for fixing to tank

EFFORT DIAGRAM
pin in D (distance between centers 40 mm) PM 6 - PM 12
N pin in E (distance between centers 51 mm) PM 25 - PM 45
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& Specifications:

« Cast iron body

« Piston treated with Niploy

* White zinc plated support lever
* Lever connection @ 27

« White zinc plated external parts
« Standard colour black

N° 4 clamp
screws M8

* Oil tank mounting kit included
'
_;3 !.:Il

ACTUAL PRESSURE BAR CODE CODE

DISPLACEMENT mAm mBm mcm 2 = DISPLACEMENT M@gs WITHOUT WITH
el cm3 OPTIMAL MAX BELLOWS BELLOWS
6 253 166 34 26 31 6,970 420 500 2,900 6049.0112 | 6049.0120
12 253 166 34 26 31 12,095 220 380 2,900 6050.0112 | 6050.0120
25 273 172 34 30 30 25,280 120 350 2,950 6051.0112 | 6051.0120
45 283 172 40 45 33 44,532 80 280 3,000 6052.0112 | 6052.0120
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HYDRAULIEK

PNEUMATIEK

AANDRIJFTECHNIEK

PM 6-12-25-45 s o A

with release hand knob ES
double acting hand pump for single acting cylinder &
for fixing to tank ¢

EFFORT DIAGRAM
pin in D (distance between centers 40 mm) PM 6 - PM 12
N pin in E (distance between centers 51 mm) PM 25 - PM 45
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& Specifications:

« Cast iron body

« Piston treated with Niploy
N 4 clamp » White zinc plated support lever
screws M8 * Lever connection @ 27
« White zinc plated external parts
« Standard colour black
« Oil tank mounting kit included

A

DISPLACEMENT A B c D E DlsﬁSgEA,\'A‘ENT RRESCOREIBAR MASS Wﬁ?_%f” SﬁTDﬁ
cm? mm mm mm ° ° G OPTIMAL MAX ke BELLOWS | BELLOWS
6 253 166 34 26 31 6,970 420 500 2,900 6049.0108 | 6049.0116
12 253 166 34 26 31 12,095 220 380 2,900 6050.0108 | 6050.0116
25 273 172 34 30 30 25,280 120 350 2,950 6051.0108 | 6051.0116
45 283 172 40 45 33 44,532 80 280 3,000 6052.0108 | 6052.0116
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