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Hydraulic fluid; mineral oil HM and HV   ISO 6074
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PROPORTIONAL PRESSURE RELIEF VALVES

AutoCAD SHX Text
I T A L Y

AutoCAD SHX Text
PILOT OPERATED

AutoCAD SHX Text
Max. flow

AutoCAD SHX Text
Max. inlet pressure

AutoCAD SHX Text
Cavity

AutoCAD SHX Text
IP 65

AutoCAD SHX Text
100

AutoCAD SHX Text
F 155

AutoCAD SHX Text
26

AutoCAD SHX Text
22

AutoCAD SHX Text
800

AutoCAD SHX Text
24

AutoCAD SHX Text
m

AutoCAD SHX Text
0.940

AutoCAD SHX Text
2.8 - 380

AutoCAD SHX Text
3

AutoCAD SHX Text
25

AutoCAD SHX Text
-20 +80

AutoCAD SHX Text
175

AutoCAD SHX Text
01.19

AutoCAD SHX Text
350

AutoCAD SHX Text
320

AutoCAD SHX Text
S 70/2

AutoCAD SHX Text
10.040

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
Pilot pressure relief valves type PPI 70 are regulated from
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proportional solenoid which is controlled by a remote electronic
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By de-energised valve, flow comming from 2 is drained in 1
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Unscrew the cap to access the 
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