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Series 26 pump
Features

Quiet operation

• The 13-tooth gears,
versus 10 teeth in
previous pumps,
minimizes the
flow ripple. This reduces
noise as well as vibration.

• The improved trap reliefs
not only increase power,
they also help keep oil
flowing smoothly to
reduce noise.

Improved efficiency

• Improved bearing
lubrication system uses
inlet oil instead of high
pressure oil, improving
volumetric efficiency for
more power output.

• The highly polished shaft
and gears improve
mechanical efficiency and
reduce wear on these
components, adding
to the service life and
reliability of the pump.

• The optimized trapped oil
relief areas help reduce
pressure ripple for
quieter operation.This
also decreases the input
power requirements .

Field reversible

• The innovative new wea
plate permits simple
field reversibility of the
pump direction. Simply
open the pump, switch
the drive gear and idler
gear, reposition the plug
and reassemble. No extra
parts are needed.

Interchangeability

• The Series 26 Gear
Pump has been designed
to retrofit equipment
using the B1 and B2 Gear
Pumps. Extra
shafts, porting, and
mounting configurations,
as well as 13 available
displacements, give you
the choices you need for
an easy conversion to this
superior pump.
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Series 26 pump
General specifications and performance data
Rotation Field reversible

Mounting flange SAE A 2 Bolt
Max. Continuous pressure† 210 bar [3000 PSI]*
Max. Intermittent pressure†† 240 bar [3500 PSI]**
Minimum speed at continuous pressure 750 RPM
Maximum rotating torque at 0 pressure 4 Nm [36 lb-in]
Maximum continuous operating temperature 105°C [220°F]
Minimum continuous oil viscocity 5.7 cSt [45 SUS]
Minimum operating temperature -29°C [-20°F]
Maximum inlet vacuum at operating condition 0,8 bar Abs. [11.6 psi Abs.]

Displacement cm³/r [in³/r]
6,6
[.40]

8,2
[.50]

9,5
[.58]

10,8
[.66]

13,8
[.84]

16,7
[1.02]

19,7
[1.20]

Max. Intermittent pressure bar [PSI] 241
[3500]

241
[3500]

241
[3500]

241
[3500]

241
[3500]

241
[3500]

241
[3500]

Rated speed (RPM) 3600 3600 3600 3600 3600 3600 3200
Minimum output flow at 207 bar [3000 PSI]
and rated speed LPM [GPM]

20,1
[5.3]

25,0
[6.6]

29,5
[7.8]

33,7
[8.9]

43,5
[11.5]

55,3
[14.6]

57,9
[15.3]

Input power at 207 bar [3000 PSI] and
rated speed and cont. Pressure kW [HP]

9,7
[13.0]

11,9
[15.9]

14,1
[18.9]

15,5
[20.8]

20,0
[26.8]

22,0
[29,4]

26,2
[35.2]

Displacement cm³/r [in³/r]
22,5
[1.37]

24,3
[1.48]

25,2
[1.54]

27,7
[1.69]

29,0
[1.77]

30,6
[1.87]

Max. Intermittent pressure bar [PSI] 241
[3500]

241
[3500]

241
[3500]

241
[3500]

234
[3400]

224
[3250]

Rated speed (RPM) 3000 3000 3000 3000 3000 3000
Minimum output flow at 207 bar [3000 PSI]
and rated speed LPM [GPM]

62,1
[16.4]

67,0
[17.7]

69,7
[18.4]

76,5
[20.2]

79,9
[21.1]

84,4
[22.3]

Input power at 207 bar [3000 PSI] and
rated speed and cont. Pressure kW [HP]

27,3
[36.6]

30,5
[40.9]

31,0
[41.6]

33,4
[44.8]

35,4
[47.4]

37,4
[50.1]

† Continuous - pump may be run continuously at these ratings. †† Intermittent - intermittent operation, 10% of every minute.
* 30 .6 cm³/rev . [1.87 in³/rev.] displacement max. continuous pressure is 190 bar [2750 PSI] .
** 30 .6 cm³/rev . [1.87 in³/rev.] displacement max. intermittent pressure is 224 bar [3250 PSI] .
For side load limits consult your Danfoss representativ.e.

The performance data in the table above and the following graphs was collected using a mineral base oil with a viscosity of 133 SUS at 49°C [120°F]
.
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Series 26 pump
Performance data charts
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Series 26 pump
Performance data charts
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Series 26 pump
Performance data charts
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Series 26 pump
Performance data charts
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